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The Match Panel is designed for fast and hassle-free installation — simply
direct stick to the wall with no complex framing required. With a sleek profile
of W1000mm x H2700mm x T8mm, it offers a clean, flat surface that
perfectly complements our Fluted Wall Panel 1 & 3 collections. Whether used
as a full feature wall or in combination with fluted panels, the Match Panel
delivers a seamless aesthetic with precise colour matching and alignment.
Ideal for quick renovations or new builds, it's the smart choice for modern,
efficient interior design.



MATCH PANEL -
Material  :  WPC extruded slad
Sufaces f inish :  F i lm lamination
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Physical & Mechanical Properties:
Hardness: 71 HRR 
Modulus of rupture: 30 MPa 
Bending modulus: 2383 MPa 
Moisture content: 0.6% 
Water absorption expansion rate: 0.04% 
Resistance to screw withdrawal (surface): 1505N 
Resistance to screw withdrawal (side): 1398N 
Board density deviation: -0.1 %

T-Trim Joint U-Trim Joint

C-End Trim
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MATCH PANEL – 
SINGAPORE GREEN BUILDING PRODUCTS

Recognized by the Singapore Green Building Council (SGBC) as certified
Singapore Green Building Products (SGBP), Match Panel and Fluted
Collection 1 & 3 align with Singapore’s commitment to sustainable
development. The SGBC certification affirms that these products meet
stringent criteria for environmental impact, contributing to higher Green Mark
scores in green building projects.
Whether used in commercial, residential, or institutional environments, these
collections offer architects and designers a responsible and visually
impactful choice, supporting both creative vision and sustainable building
goals.
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APPLICATION

 Wall  Panel l ing Curve Wall

Wardrobe Door Decorative Cei l ing 
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The Match Panel offers seamless colour coordination with Fluted Wall Panel
1 & 3 collections and easy direct-stick installation. Beyond wall applications,
its flexible 8mm profile makes it ideal for curve walls, wardrobe doors,
decorative ceilings, and furniture cladding, delivering a clean, modern finish
across any interior surface.



Model No : FM-01 Oak
Product Name : Match Panel
Dimension : W1000mm X H2700mm X T8mm
Back Material : High Density WPC
Surface : Melamine Film

WPC Properties
Density : 700Kg/M3
Moisture content : 0.4%
Bending strength : 28.6 Mpa
Bending Modulus : 2350 Mpa
Dimensional : stability : 0.3%
Screw grip force : 886N
Formaldehyde emission : 0.2mg/L
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Model No : FM-02 Walnut
Product Name : Match Panel
Dimension : W1000mm X H2700mm X T8mm
Back Material : High Density WPC
Surface : Melamine Film

WPC Properties
Density : 700Kg/M3
Moisture content : 0.4%
Bending strength : 28.6 Mpa
Bending Modulus : 2350 Mpa
Dimensional : stability : 0.3%
Screw grip force : 886N
Formaldehyde emission : 0.2mg/L
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Model No : FM-04
Product Name : Match Panel
Dimension : W1000mm X H2700mm X T8mm
Back Material : High Density WPC
Surface : Melamine Film

WPC Properties
Density : 700Kg/M3
Moisture content : 0.4%
Bending strength : 28.6 Mpa
Bending Modulus : 2350 Mpa
Dimensional : stability : 0.3%
Screw grip force : 886N
Formaldehyde emission : 0.2mg/L
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Model No : FM-05 
Product Name : Match Panel
Dimension : W1000mm X H2700mm X T8mm
Back Material : High Density WPC
Surface : Melamine Film

WPC Properties
Density : 700Kg/M3
Moisture content : 0.4%
Bending strength : 28.6 Mpa
Bending Modulus : 2350 Mpa
Dimensional : stability : 0.3%
Screw grip force : 886N
Formaldehyde emission : 0.2mg/L
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Model No : FM-09
Product Name : Match Panel
Dimension : W1000mm X H2700mm X T8mm
Back Material : High Density WPC
Surface : Melamine Film

WPC Properties
Density : 700Kg/M3
Moisture content : 0.4%
Bending strength : 28.6 Mpa
Bending Modulus : 2350 Mpa
Dimensional : stability : 0.3%
Screw grip force : 886N
Formaldehyde emission : 0.2mg/L
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Model No : FM-21
Product Name : Match Panel
Dimension : W1000mm X H2700mm X T8mm
Back Material : High Density WPC
Surface : Melamine Film

WPC Properties
Density : 700Kg/M3
Moisture content : 0.4%
Bending strength : 28.6 Mpa
Bending Modulus : 2350 Mpa
Dimensional : stability : 0.3%
Screw grip force : 886N
Formaldehyde emission : 0.2mg/L
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Our Fluted Panel and Match Panel collections now come with the assurance of
TÜV-certified 100% Formaldehyde-Free materials, prioritizing both design
excellence and indoor air quality. Tested and certified by TÜV, a globally

recognized authority in safety and environmental standards, these panels are
ideal for health-conscious interior spaces such as homes, offices, hospitality,

and healthcare settings. Enjoy the beauty of modern wall finishes with the
confidence of a safer, greener choice.
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